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High-Reliability Online Nitrate Monitoring for Wastewater Treatment

The Komet UV advanced nitrate monitoring solution was developed to cut energy usage,

lower electricity, carbon costs, and optimise process control in wastewater plants for
enhanced compliance and sustainability.

Filtration and measurement are integrated into a single unit, eliminating the need for

additional sample preparation equipment and ensuring stable, continuous operation,
even in challenging mixed-liquor conditions.

By tracking real-time nitrate levels, operators can fine-tune aeration and chemical dosing
delivering cleaner effluent, significant energy savings, and measurable financial returns.

Benefits

Real-time Trends

¢ Instant measurement for proactive process
control

e Uses no chemicals or reagents

* Long service life with very few consumables

Reliable Operations

¢ Integrated filtration and measurement
module ensures stable operation even in
high-solids wastewater.

Accurate & Stable Results

» Automatic correction for turbidity and
organic matter
e Built-in temperature compensation for

S _' ] stable readings
L ._/ Operational Efficiencies
° ° * Save on electricity without the need to swap
Appllcatlons out Nitrate sensors every few months
e Reduce chemical dosing
Waste Water
‘@l ¢ Aeration control and optimization Ease of Install & Maintenance
e D . . . .
Final efflu.ent. monitoring e Minimal maintenance & intuitive calibration
¢ Inlet monitoring £ . )
« Planning and optimization of e Easy installation and placement
denitrification processes e Modbus RS485 & 4-20 mA outputs available
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. Sampling, Filtration
Photonic (—_ & Monitoring
Measurements Key Features

Komet»

Continuous Filtration
Uses a ceramic membrane and peristaltic pump to
Photonic (= lower high sample concentrations swiftly.

Versatile Flow Cell
Accommodates any sensor size while effectively
suppressing bubble formation for any application.

Automated, Adjustable Cleaning
Features configurable cleaning cycles (typically 5
minutes per cycle) to maintain sensor performance.

Robust Operation

Incorporates automatic temperature control with
integrated heating and cooling for uninterrupted
performance.

Pump operates continuously for 12 months
- no tubing replacement required

Process
e Water Sampling & Filtration: The ceramic membrane is installed directly in the
water sample, and a peristaltic pump continuously filters and draws the sample for
analysis.

¢ Measurement: The UV device’'s measurement window is sealed within a specially
designed flow cell, which continuously measures the filtered sample in real time.

e Cleaning Activation: The cleaning system periodically injects an acidic cleaning
solution into the flow cell, effectively cleaning the measurement lens, flow cell, and
sampling tube.

¢ Customizable Cleaning Protocol: The cleaning procedure, including the type and
concentration of the acidic solution, can be adjusted and replaced based on the
specific conditions of the application environment.

¢ Measurement Pause During Cleaning: During each cleaning cycle, measurements
temporarily halt and outputs are held until the cleaning process is completed.

Data Sheet www.photonicmeasurements.com




Photonic (—_
Measurements

Komet»

Specifications

Specification Detail Specification Detail

Control Cabinet

. . 540 x 315 x 785 mm
Dimensions

Overall Dimensions 540 x 315 x 1585 mm

Control Cabinet

Weight 34 kg Weight 18 kg, membrane module 0.8 kg
Sampling Filtration .Cont.inuou.s ceramic.: merr_mbrane Power Supply 230 VAC
Method filtration with a persistaltic pump
Max Original S L Control Cabinet IP55 (suitable for outdoor
ax Prigina .amp € 35,000 mg/L Protection Level installation)
Concentration
Post-Filtration .Sample Less than 10mg/L Operating -30°C to 70°C (with standard
Concentration .
Temperature automatic temperature control)
Maf(lmum. 6 meters . Modbus RX485 & 4-20 mA
Sampling Height Communication )
outputs available

. Cleaning Coverage Fully cleans the flow cell, sensor
Depends on flow rate and original [*] g lens, and sampling tube.

sample concentration.

Membrane cleaning interval >1 Activates a cooling blower when
month (at 6000 mg/L wastewater the environment exceeds the high
Membrane h . . -
. treatment plant biochemical tank Automatic setting and a heating system when
Maintenance Cycle . .
and 50 mL/min flow rate; cycle lasts Temperature Control it drops below the low setting;
~5 minutes), heats the cabinet and all sampling

& drainage tubes.

Optional: Automatic membrane
cleaning function available

Pump Tube >1 year (at 4 meters sampling
Replacement Cycle height and 50 mL/min flow rate)
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